CORRIGENDUM No. 2
Supply of Rabies Vaccines and Equipment for Surveillance of Animal Diseases, Serbia – 

EuropeAid/129809/C/SUP/RS - 08SER01/33/21 + 08SER01/33/31  
The following alterations and/or corrections are made to ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER Lot 2: Supply of Surveillance Equipment and Diagnostic Kits for Rabies:

The former text:
	2.2
	 Microscopes
	
	
	

	2.2.1
	Inverted fluorescence microscope
	
	
	

	
	Inverted flourescence microscope with binocular inclined optical head

Coarse and fine focussing controls

Eyepiece: Pair of 10X – Field Ø 18 mm.

Sextuple nosepiece

Objectives : (Achromatic)

4X /0.10

10x /0.25

40x /0.65

63x

Mechanical X-Y stage with scales and vernier and Microplate adapter

Illuminator: Low voltage, Halogen bulb minimum 12 V. / 100 W or LED for transmitted light
Condenser: Abbe, N.A. 1.25, Iris diaphragm, filter holder, glass filter (blue and green).  Long working distance to accommodate microplates

Incident light fluorescence illuminator with HBO100w mercury lamp & controller

Filters excitation 450-490 nm, emission 520 nm for FITC

For tetracycline (TC) exitation 390 emission 560

Port for camera & dust cover

Power supply: 220V-50Hz
	
	
	


	2.4
	Laminar flow
	
	
	

	2.4.1
	Biohazard cabinet  Class II 
	
	
	

	
	Width : Minimum 90 cm, 

Depth: Maximum 85 cm

Total Height with support: minimum 200 cm
HEPA filter

Class II

UV sterilising lamp

Air flow in the sterile area: 0.4 m/s ± 10%

2 connectors 220 Volt

1 gas tap

1 compressed air tap

Noise level: maximum 60 dB

Working surface  divided into at least 3 removable parts

Internal covering stainless steel

Microprocessor control of parameters

Gliding (sliding) window sash

Stand adapted to the laminar flow cabinet
Ventilator and exhaust pipe for extracting air outside

Statutory control after installation with a particle counter

Power supply: 220-230 V, 50-60 Hz
	
	
	


	2.4.2
	Biohazard cabinet  Class II
	
	
	

	
	Width : Minimum 1800 cm, 

Depth: Maximum 85 cm

Total Height with support: minimum 200 cm
HEPA filter

Class II
UV sterilising lamp,

Air flow in the sterile area: 0.4 m/s ± 10%

2 connectors 220 Volt

1 gas tap

1 compressed air tap

Noise level: maximum 60 dB

Working surface 

divided into at least 3 removable parts

Internal covering stainless steel

Microprocessor control of parameters

Gliding (sliding) window sash

Stand adapted to the laminar flow cabinet
Ventilator and exhaust pipe for extracting air outside

Statutory control after installation with a particle counter

Power supply: 220-230 V, 50-60 Hz
	
	
	


Shall read as new text:
	2.2
	 Microscopes
	
	
	

	2.2.1
	Inverted fluorescence microscope
	
	
	

	
	Inverted flourescence microscope with binocular inclined optical head

Coarse and fine focussing controls

Eyepiece: Pair of 10X – Field Ø 18 mm.

Sextuple nosepiece

Objectives : (Achromatic)

4X /0.10

10x /0.25

40x /0.65

63x

Mechanical X-Y stage with scales and vernier and Microplate adapter

Illuminator: Low voltage, Halogen bulb minimum 12 V. / 100 W or LED for transmitted light

Condenser: LD N.A 055 H, Ph1, Ph2, Ph3, DIC, Iris diaphragm, filter holder, glass filter (blue and green).  Long working distance to accommodate microplates

Incident light fluorescence illuminator with HBO100w mercury lamp & controller

Filters excitation 450-490 nm, emission 520 nm for FITC

For tetracycline (TC) exitation 390 emission 560

Port for camera & dust cover

Power supply: 220V-50Hz
	
	
	


	2.4
	Laminar flow
	
	
	

	2.4.1
	Biohazard cabinet  Class II 

Required certification:  ISO EN 12469; 

ISO 9001 (producer). 
	
	
	

	
	Width : Minimum 90 cm,
Depth: Maximum 85 cm

Total Height with support: minimum 200 cm

HEPA filter

Class II

UV sterilising lamp

Air flow in the sterile area: 0.4 m/s ± 10%

2 connectors 220 Volt

1 gas tap

1 compressed air tap

Noise level: maximum 60 dB

Working surface  divided into at least 3 removable parts

Internal covering stainless steel

Microprocessor control of parameters

Gliding (sliding) window sash

Stand adapted to the laminar flow cabinet

Ventilator and exhaust pipe for extracting air outside

Statutory control after installation with a particle counter

Power supply: 220-230 V, 50-60 Hz
	
	
	


	2.4.2
	Biohazard cabinet  Class II

Required certification:  ISO EN 12469; 

ISO 9001 (producer).
	
	
	

	
	Width : Minimum 1800 cm, 

Depth: Maximum 85 cm

Total Height with support: minimum 200 cm
HEPA filter

Class II
UV sterilising lamp,

Air flow in the sterile area: 0.4 m/s ± 10%

2 connectors 220 Volt

1 gas tap

1 compressed air tap

Noise level: maximum 60 dB

Working surface 

divided into at least 3 removable parts

Internal covering stainless steel

Microprocessor control of parameters

Gliding (sliding) window sash

Stand adapted to the laminar flow cabinet
Ventilator and exhaust pipe for extracting air outside

Statutory control after installation with a particle counter

Power supply: 220-230 V, 50-60 Hz
	
	
	


The following alterations and/or corrections are made to Lot 3: Vehicles:

The former text:
1.3 Technical Specifications
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	3.1
	Pick-up car with cooling compartment installed


	
	
	

	
	2 seats
	
	
	

	
	Minimum boot capacity = 1.500 l
	
	
	

	
	Engine type: Diesel with at least 4 cylinders (motor: min 1.4 or higher) 
	
	
	

	
	Should have at least 120 km/h maximum velocity
	
	
	

	
	Manual gearbox
	
	
	

	
	Low fuel consumption
	
	
	

	
	ABS brakes
	
	
	

	
	Airbag for the driver and passenger
	
	
	

	
	EBP, TCF
	
	
	

	
	Air-conditioning installed
	
	
	

	
	Front fog lamps
	
	
	

	
	Remote controlled central lock and alarm system provided
	
	
	

	
	White paint
	
	
	

	
	Spare wheel provided
	
	
	

	
	Closed and isolated cooling compartment with possibility of disinfection installed 

Aluminium / plastic inner layer or similar with a possibility of disinfection

Cooling compartment should enable temperatures of 4 ºC (+/- 1.5 ºC)
	
	
	


Shall read as new text:
1.3 Technical Specifications
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	3.1
	Pick-up car with cooling compartment installed


	
	
	

	
	2 seats
	
	
	

	
	Minimum boot capacity = 1.500 l
	
	
	

	
	Engine type: Diesel with at least 4 cylinders (motor: min 1.4 or higher) 
	
	
	

	
	Should have at least 120 km/h maximum velocity
	
	
	

	
	Manual gearbox
	
	
	

	
	Low fuel consumption
	
	
	

	
	ABS brakes
	
	
	

	
	Airbag for the driver and passenger
	
	
	

	
	Air-conditioning installed
	
	
	

	
	Front fog lamps
	
	
	

	
	Remote controlled central lock and alarm system provided
	
	
	

	
	White paint
	
	
	

	
	Spare wheel provided
	
	
	

	
	Closed and isolated cooling compartment with possibility of disinfection installed 

Aluminium / plastic inner layer or similar with a possibility of disinfection

Cooling compartment should enable temperatures of 4 ºC (+/- 1.5 ºC)
	
	
	


All other items and specifications for Lot 2 and Lot 3 remain unchanged.
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